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GENERAL NOTES

DETAILS OF CONSTRUCTION, MATERIALS AND WORKMANSHIP NOT SHOWN
ON THIS DRAWING SHALL CONFORM TO THE PERTINENT REQUIREMENTS OF
THE STANDARD SPECIFICATIONS AND APPLICABLE SPECIAL PROVISIONS.
PRIME WITH PHOSPHATE TREATMENT AND PRIMER.

FINISH EXTERIOR SURFACES WITH RUSTOLEUM #906 SILVER GRAY OR
APPROVED EQUAL.

FINISH INTERIOR WITH RUSTOLEUM #2766 HIGH GLOSS WHITE ENAMEL OR
APPROVED EQUAL.

ALL SHEET METAL PARTS SHALL BE .125 INCH THICK ALUMINUM.

ALL SEAMS SHALL BE CONTINUOUSLY WELDED.

ALUMINUM SHALL BE TYPE 5052-H32.

CONTINUOUS HINGE SHALL BE HEAVY GAUGE ALUMINUM WITH ¥" DIAMETER
STAINLESS STEEL HINGE PIN. HINGE IS SECURED WITH %" X 20 TPI
STAINLESS STEEL CARRIAGE BOLTS AND STAINLESS STEEL NYLOCK NUTS.
A SINGLE PHOTOCELL SHALL BE LOCATED ON THE NORTH - NORTHEAST
SIDE OF THE CABINET UNLESS OTHERWISE CALLED FOR IN THE SPECIAL
PROVISIONS. THE PHOTOCELL SHALL BE PLACED AS SHOWN AND SHALL

BE LISTED ON THE DEPARTMENTS APPROVED PRODUCTS LIST.

DOOR LATCH ASSEMBLY TO BE PROVIDED WITH THREE-POINT LOCKING
MECHANISM.
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References:

FDM15-5 Attachment 30.5 and 30.6 for conventional symbols
Standard Spec 675 Controllers and Detectors
TSDM 6-1-5 Control Cabinet/Electrical Service

Bid items associated with this drawing:
ITEM NUMBER DESCRIPTION
NONE

Standardized Special Provisions associated with this drawing:
STSP NUMBER TITLE
NONE

Other SDDs associated with this drawing:

SDD 9C5 Concrete Control Cabinet Bases
SDD 9C6 Concrete Control Cabinet Base, Type 9, Special
SDD 9D1 Cabinet Service Installation (Meter Breaker Pedestal)

Design Notes:
NONE

Contact Person:
Ahmet Demirbilek (414) 220-6801
(414) 322-9606 (Mobile)
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